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COMPLETE SPECIFICATION.

Improvements relating to Spirit Decanters and similar Receptacles
for Liquids. '

We, Joux GrixseLL & Sons LIiMIiTED,
# corporation duly incorporated under the
laws of Great -Britain, and JaMmes
REciyaLp Huen GRINSELL, a subject of
the King of Great Britain, both of
Victoria Works, Tower Street, Birming-

~liam, do hereby declare the nature of this
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mnyv entlon and in what manner the same
is to le performed, to be particularly
described and ascertained in and by the
following statement:—

This invention has rveference to spirit-
decanters and similar vessels of the type
in which the stopper is held in the mouth
or neck of the vessel bv holding-down
devices (such as studs or radial projec-
tions on the stopper adapted, by rotating
the said stopper, to be engaged with hooks
or like formations on or in the vessel) and

a key-operated lock is provided for secur-
ing such holding-down devices in co-
engagement.

The present invention consists in

improved stopper-locking Jdevices of the
above mentioned type in which the stop-
per is automatically locked on completion
of the rotational movement that is
imparted thereto for engaging the hold-
ing-down devices, and it consists essen-
‘rlallp, in a combination of parts comprie
ing a lock having a vertically-disposed
spring bolt, which is mo'mted oun the neck
of the ve\bel and a cam-ended staple
which is earried on a radial arm from the
stopper and is provided with an under-
side recess that serves to receive the nose
of the bolt; this staple being so arranged
that during the rotational movement of
the stopper for engaging the holding-
down devices, its cam w i1l first displace

‘the bolt against its spring and then, on

completlon of such rotational movement
when the holding-down devices are fully
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engaged, permit the bolt to pe lifted into,

conuection with said staple-recess, thus
automatically establishing a lock hetween
the stopper and the vessel which can only
be released by depressing the bolt by
weans of a key.

The accompanying drawings show one
application of the invention to a spnlt
decanter.

Figure 1 is an elevation showing the
stopper locked in engagement with its
holdmg-down devices.
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Tigure 2 is a vertical section of the -

mouth of the vesvel on the dotted line w,
Trigure 1; the stopper and parts mounted
thereon being shown in elevation.

Figure 3 is a horizontal section
Figure 1 on the dotted line ¢, showing
the lock and the holding-down devices in

lan.

Ifigure 4 shows the stopper (in eleva-
tion) removed from the decanter mouth
(in section).

Figure b is an elevation -showing the
stopper in the act of being rotated in the
direction of the arrow for effecting the
engagement of the rotary or movable
members of the lock and holding-down
devices with the complementaly fixed
members.,

The same letters of reference indiecate
corresponding parts in the several
figures,

“In the system shown in the said draw-
ing, the mouth of the decanter is
furnished with a metal mount or ferrule
a, which is cemented or otherwise per-
manently fixed thereto, and carries on 1ts
front side, a lock 0, having a vertically-
dispased bolt !, which is actuated by a
spring that tends to maintain the same
in a position wherein its upper end pro-

jects above the top edge of the mount, as
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